
MH47929

Specifications

Nominal Voltage
Nominal Capacity (8HR)
Dimension

Approximate Weight
Battery Type
Terminal Type
Rated Capacity

Max. Discharge Current
Internal Resistance
Operating Temp. Range

Nominal Operating Temp. Range
Container Material
Capacity affected by Temperature

Self Discharge

12V
75AH
Length
Width
Height
Total Height (with Terminal)
26.0 kg (57.3 lbs)
Valve Regulated Lead-Acid Battery, AGM Design
IT 
82.5AH
77.9AH
75.0AH
70.9AH
51.9AH
750A
5.0mΩ
Discharge: 
Charge: 
Storage: 
25±30C (77±50F)
ABS (Option: 94-HB & 94-V0 flame retardant case)
400C (1040F)
250C (770F)
00C (320F)
SigmasTek SPF series batteries may be stored for up to
6 months at 250C (770F) and then a freshening charge 
is recommended. For higher temperatures the time 
interval will be shorter.

564mm (22.20 inches)
114mm (4.49 inches)
187mm (7.36 inches)
187mm (7.36 inches)

(20hr,1.80V/cell,250C/770F)
(10hr,1.80V/cell,250C/770F)
(8hr,1.80V/cell,250C/770F)
(5hr,1.75V/cell,250C/770F)
(1hr,1.67V/cell,250C/770F)

                      
                      -150C (50F)~500C (1220F)
                       00C (320F)~400C (1040F)
                      -150C (50F)~400C (1040F)

                                                    
                                                    103%
                                                    100%
                                                      86%

SPF12-75
(12V75AH/IT)

Applications

Standard 19 & 23 inch power cabinets
Solar power stations
Network communication equipment
UPS and standby power supply
Power station systems
Railway and marine systems

Constant Power Discharge (Watts Per Cell) at 250C (770F)

Constant Current Discharge (Amperes Per Battery) at 250C (770F)
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Contact Information
T: (888) 988-8290

www.sigmastek.com
order@sigmastek.com

SigmasTek
7651 W 100th Place
Bridgeview, IL 60455, USA

Dimensions

Discharge Characteristics

Float Charging  Characteristics Temperature Effects in Relation to Battery Capacity
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Self Discharge Characteristics

Temperature Effects on Long Term Float Life
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564 ± 3 (22.2 ± 0.12)

SigmasTek

www.sigmastek.com

SPF12-75(12V75AH/IT)

MH 47929Pb Pb

                 Front Access - AGM Battery 

                 DO NOT SHORT CIRCUIT 
                 RECHARGE AFTER USE 

SEALED LEAD BATTERY
MUST BE RECYCLED OR

DISPOSED OF PROPERLY


